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Standard wall panel system (Spline joint)
Surface finish : 0.6mm thickness galvanized steel sheet finished with decorative material
Dimension : Standard width : 600mm, Maximum length : 3600mm

A-60 Class wall panel
Surface finish : 0.6mm thickness galvanized steel sheet finished with decorative material
Dimension : Standard width : 600mm, Maximum length : 3600mm

Removable type wall panel system
Surface finish : 0.6mm thickness galvanized steel sheet finished with decorative material
Dimension : Standard width : 550mm, Maximum length : 3600mm

Type Model no. Thickness Fire class Weight
Sound Thermal

reduction transmittance

W-102 5Omm B-30 19.Okg/m2 STC 33 dB 0.58kcal /m2h̊ CB-15

W-151 25mm B-15 15.2kg/m2 STC 32 dB 1.06kcal /m2h˚CB-0

W-102S 5Omm B-30 19.3kg/m2 STC 32 dB 0.58kcal /m2h˚CB-15

W-151S 25mm B-15 15.4kg/m2 STC 32 dB 1.06kcal /m2h˚CB-0

Type Model no. Thickness Fire class Weight
Sound Thermal

reduction transmittance

W-308 5Omm B-15 17.2kg/m2 STC 33 dB 0.58kcal /m2h̊ C

W-358 25mm B-0 13.5kg/m2 STC 32 dB 1.06kcal /m2h˚C

Type Model no. Thickness Fire class Weight
Sound Thermal

reduction transmittance

W-302 5Omm B-15 17.5kg/m2 STC 32 dB 0.58kcal /m2h̊ C

W-351 25mm B-0 13.8kg/m2 STC 31 dB 1.06kcal /m2h˚C

Type Model no. Thickness Fire class Weight
Sound Thermal

reduction transmittance

W-107S 100mm A-60 37.8kg/m2 - 0.30kcal /m2h̊ C

Insert type wall panel system
Surface finish : 0.6mm thickness galvanized steel sheet finished with decorative material
Dimension : Standard width : 580mm, Maximum length : 3600mm
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Standard wall panel system (Spline joint)

W-102 / W-151

Description W-102 W-151

Thickness 5Omm 25mm

Fire class B-30 / B-15 B-15 / B-0

Dimension Standard width : 600mm , Maximum length : 3600mm

Weight 19.Okg/m2 15.2kg/m2

Sound reduction STC 33 dB STC 32 dB

Thermal transmittance 0.58kcal/m2h̊ C 1.06kcal/m2h̊ C

Core material Mineral wool

Surface finish 0.6mm thickness galvanized steel sheet finished with decorative material

Tolerance Width ±0.5mm, Length ±3mm, Thickness ±0.5mm, Rectangularity ±1mm 

High noise reduction wall panel
Surface finish : 0.6mm thickness galvanized steel sheet finished with decorative material
Dimension : Standard width : 600mm, Maximum length : 3600mm

Surface finish : 0.6mm thickness galvanized steel sheet finished with decorative material
Dimension : Standard width : 550mm, Maximum length : 3600mm

Type Model no. Thickness Fire class Weight
Sound Thermal

reduction transmittance

W-302S 50mm B-15 22.2kg/m2 STC 43 dB 0. 58kcal /m2h̊ C

W-302E 50mm B-15 24.7kg/m2 STC 45 dB 0. 56kcal /m2h̊ C

Light weight wall panel
Surface finish : 0.4mm thickness galvanized high tensile steel sheet finished with decorative material
Dimension : Standard width 600mm, Maximum length : 3600mm

Type Model no. Thickness Fire class Weight
Sound Thermal

reduction transmittance

W-202S 5Omm B-15 16.3kg/m2 STC 31 dB 0.58kcal /m2h̊ C

W-251S 25mm B-0 12.4kg/m2 STC 30 dB 1.06kcal /m2h˚C

Surface finish : 0.8mm thickness anodized aluminum sheet finished with decorative material
Dimension : Standard width : 600mm , Maximum length ; 3600mm

Type Model no. Thickness Fire class Weight
Sound Thermal

reduction transmittance

W-402S 5Omm B-15 14.6kg/m2 STC 30 dB 0.58kcal /m2h̊ C

W-451S 25mm B-0 10.7kg/m2 STC 26 dB 1.06kcal /m2h˚C

Type Model no. Thickness Fire class Weight Sound Thermal
reduction transmittance

W-106S 50mm
B-30

26.2kg/m2 STC 43 dB 0. 58kcal /m2h̊ CB-15

W-106SE(6) 50mm B-15 23.3kg/m2 STC 50 dB 0. 58kcal /m2h̊ C

W-151SD 75mm
B-30

30.4kg/m2 STC 51 dB 0. 55kcal /m2h̊ CB-15
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Description W-102S W-151S

Thickness 5Omm 25mm

Fire class B-30 / B-15 B-15 / B-0

Dimension Standard width : 600mm , Maximum length : 3600mm

Weight 19.3kg/m2 15.4kg/m2

Sound reduction STC 32 dB STC 32 dB

Thermal transmittance 0.58kcal/m2h̊ C 1.06kcal/m2h̊ C

Core material Mineral wool

Surface finish 0.6mm thickness galvanized steel sheet finished with decorative material

Tolerance Width ±0.5mm, Length ±3mm, Thickness ±0.5mm, Rectangularity ±1mm 

Description W-308 W-358

Thickness 5Omm 25mm

Fire class B-15 B-0

Dimension Standard width : 580mm , Maximum length : 3600mm

Weight 17.2kg/m2 13.5kg/m2

Sound reduction STC 33 dB STC 32 dB

Thermal transmittance 0.58kcal/m2h̊ C 1.06kcal/m2h̊ C

Core material Mineral wool

Surface finish 0.6mm thickness galvanized steel sheet finished with decorative material

Tolerance Width ±0.5mm, Length ±3mm, Thickness ±0.5mm, Rectangularity ±1mm 

Standard wall panel system
(Spline joint with steel channel)

W-102S / W-151S

Insert type wall panel system

W-308 / W-358
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W-302

W-351

Description W-302 W-351

Thickness 5Omm 25mm

Fire class B-15 B-0

Dimension Standard width : 550mm , Maximum length : 3600mm

Weight 17.5kg/m2 13.8kg/m2

Sound reduction STC 32 dB STC 31 dB

Thermal transmittance 0.58kcal/m2h̊ C 1.06kcal/m2h̊ C

Core material Mineral wool

Surface finish 0.6mm thickness galvanized steel sheet finished with decorative material

Tolerance Width ±0.5mm, Length ±3mm, Thickness ±0.5mm, Rectangularity ±1mm 

Description W-106S

Thickness 5Omm

Fire class B-30 / B-15

Dimension Standard width : 600mm , Maximum length : 3600mm

Weight 26.2kg/m2

Sound reduction STC 43 dB

Thermal transmittance 0.58kcal/m2h̊ C

Core material Mineral wool

Surface finish 0.6mm thickness galvanized steel sheet finished with decorative material

Tolerance Width ±0.5mm, Length ±3mm, Thickness ±0.5mm, Rectangularity ±1mm 

W A L L  P A N E L  S Y S T E M

Removable wall panel system

W-302 / W-351

High noise reduction wall panel (Spline joint)

W-106S
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Description W-106SE(6)

Thickness 5Omm

Fire class B-15

Dimension Standard width : 600mm , Maximum length : 3600mm

Weight 23.3kg/m2

Sound reduction STC 50 dB

Thermal transmittance 0.58kcal/m2h̊ C

Core material Mineral wool

Surface finish 0.6mm thickness galvanized steel sheet finished with decorative material

Tolerance Width ±0.5mm, Length ±3mm, Thickness ±0.5mm, Rectangularity ±1mm 

Description W-151SD

Thickness 75mm

Fire class B-15 / B-30

Dimension Standard width : 600mm , Maximum length : 3600mm

Weight 30.4kg/m2

Sound reduction STC 51 dB

Thermal transmittance 0.55kcal/m2h̊ C

Core material Mineral wool

Surface finish 0.6mm thickness galvanized steel sheet finished with decorative material

Tolerance Width ±0.5mm, Length ±3mm, Thickness ±0.5mm, Rectangularity ±1mm 

W A L L  P A N E L  S Y S T E M

High noise reduction wall panel (Spline joint)

W-106SE(6)

High noise reduction wall panel

W-151SD
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Description W-302S

Thickness 5Omm

Fire class B-15

Dimension Standard width : 550mm , Maximum length : 3600mm

Weight 22.2kg/m2

Sound reduction STC 43 dB

Thermal transmittance 0.58kcal/m2h̊ C

Core material Mineral wool

Surface finish 0.6mm thickness galvanized steel sheet finished with decorative material

Tolerance Width ±0.5mm, Length ±3mm, Thickness ±0.5mm, Rectangularity ±1mm 

Description W-302E

Thickness 5Omm

Fire class B-15

Dimension Standard width : 550mm , Maximum length : 3600mm

Weight 24.7kg/m2

Sound reduction STC 45 dB

Thermal transmittance 0.56kcal/m2h̊ C

Core material Mineral wool

Surface finish 0.6mm thickness galvanized steel sheet finished with decorative material

Tolerance Width ±0.5mm, Length ±3mm, Thickness ±0.5mm, Rectangularity ±1mm 

W A L L  P A N E L  S Y S T E M

High noise reduction wall panel (Removable joint)

W-302S

High noise reduction wall panel (Removable joint)

W-302E
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Description W-107S

Thickness 100mm

Fire class A-60

Dimension Standard width : 600mm , Maximum length : 3600mm

Weight 37.8kg/m2

Sound reduction -

Thermal transmittance 0.30kcal/m2h̊ C

Core material Mineral wool

Surface finish 0.6mm thickness galvanized steel sheet finished with decorative material

Tolerance Width ±0.5mm, Length ±3mm, Thickness ±0.5mm, Rectangularity ±1mm 

Description W-202S W-251S

Thickness 5Omm 25mm

Fire class B-15 B-0

Dimension Standard width : 600mm , Maximum length : 3600mm

Weight 16.3kg/m2 12.4kg/m2

Sound reduction STC 31 dB STC 30 dB

Thermal transmittance 0.58kcal/m2h̊ C 1.06kcal/m2h̊ C

Core material Mineral wool

Surface finish 0.4mm thickness galvanized high tensile steel sheet finished with decorative material

Tolerance Width ±0.5mm, Length ±3mm, Thickness ±0.5mm, Rectangularity ±1mm 

W A L L  P A N E L  S Y S T E M

A-60 class wall panel (Spline joint)

W-107S

Light weight wall panel (High tensile steel panel)

W-202S / W-251S
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Description W-402S W-451S

Thickness 5Omm 25mm

Fire class B-15 B-0

Dimension Standard width : 600mm , Maximum length : 3600mm

Weight 14.6kg/m2 10.7kg/m2

Sound reduction STC 30 dB STC 26 dB

Thermal transmittance 0.58kcal/m2h̊ C 1.06kcal/m2h̊ C

Core material Mineral wool

Surface finish 0.8mm thickness anodized aluminum sheet finished with decorative material

Tolerance Width ±0.5mm, Length ±3mm, Thickness ±0.5mm, Rectangularity ±1mm 

W A L L  P A N E L  S Y S T E M

Light weight wall panel (Aluminum panel)

W-402S / W-451S

Cable conduit wall panel

The conduit panels have one or three ducts, 
respectively, built into the mineral woolcore. 
The ducts serve as conduit for multipleconcealed wiring.

Concealed wiring conduit panel

conduit hole 

conduit hole 
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Description AP25 APL-25F

Thickness 25mm 25mm

Fire class B-0 Equivalent B-15

Surface 0.6mm steel sheet finished with decorative material same as wall color

frame 0.6mm steel sheet finished with decorative 1.6mm steel finished with

material same as wall color backed enamel paint

Core material Mineral wool

Dimension Max. 480mm width ,1770mm height Max. 500mm width ,1770mm height

Lock Push Button Hexagonal Locking

W A L L  P A N E L  S Y S T E M

Wet-room wall panel Access wall panel

AP25 / APL-25F

50mm Panel for Partition Bulkhead 
Between Dry Room and Wet Room

50mm Panel for Partition Bulkhead 
Between Wet Rooms

25mm Panel for 
Lining Bulkhead of Wet Room

AP25

APL-25F
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Corner Element (50-50) Corner Element (50-50)
Round corner

Corner Element (25-25)

Element (50-50) Element (25-50) Element(25-25)

25R

Description WE-202S WE-251S

Thickness 5Omm 25mm

Fire class B-15 B-0

Dimension Standard width : 600mm , Maximum length : 3600mm

Weight 16.9kg/m2 13.0kg/m2

Sound reduction STC 33 dB STC 32 dB

Thermal transmittance 0.58kcal/m2h̊ C 1.06kcal/m2h̊ C

Core material Mineral wool

Surface finish 0.45mm thickness galvanized Embo steel sheet finished with decorative material

Tolerance Width ±0.5mm, Length ±3mm, Thickness ±0.5mm, Rectangularity ±1mm 

W A L L  P A N E L  S Y S T E M

Modular element wall panel Embo� Wall panel

WE-202S / WE-251S
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Material : 1.Omm thickness galvanized steel sheetunless otherwise noticed.                                         "△" Mark : paint finish
Length : Maximum 4000mm unless otherwise noticed.

Profile no. Description Specification Assembly function

P451

Weight 1.51kg/m

Application 50mm thickness lining panel 
(for type C-653/655,C-613/615 
Ceiling panel)

P452

Weight 1.671kg/m

Application 50mm thickness lining panel 
(for type C-653/655,C-613/615 
Ceiling panel)

P453

Weight 1.311kg/m

Application 25mm thickness lining panel 
(for type C-653/655,C-613/615 
Ceiling panel)

P454

Weight 1.471kg/m

Application 25mm thickness lining panel 
(for type C-653/655,C-613/615 
Ceiling panel)

P4O1

Weight 1.547kg/m

Application 50mm thickness lining panel 
(for type C-511/513,C-512/514 
Ceiling panel)

P402

Weight 1.819kg/m

Application 50mm thickness lining panel 
(for type C-511/513,C-512/514 
Ceiling panel)

P4O3

Weight 1.379kg/m

Application 25mm thickness lining panel 
(for type C-511/513,C-512/514 
Ceiling panel)

P4O4

Weight 1.631kg/m

Application 25mm thickness lining panel 
(for type C-511/513,C-512/514 
Ceiling panel)

Profile no. Description Specification Assembly function

Material : 1.Omm thickness galvanized steel sheet unless otherwise noticed.                                        "△" Mark : paint finish
Length : Maximum 4000mm unless otherwise noticed.

P461

Weight 1.572kg/m

Application For cable conduit (for type 
C-511/513, C-512/514 
Ceiling panel)

P462

Weight 1.423kg/m

Application For cable conduit (for type
C-653 / 655, C-613 / C-515 
Ceiling panel)

Weight 8.189kg/m

P433
Length 2400mm

Application A-60 class wall panel
(for type W-107S)

W A L L  P A N E L  S Y S T E M

List of profile List of profile
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Material : 1.Omm thickness galvanized steel sheet unless otherwise noticed.                                        "△" Mark : paint finish
Length : Maximum 4000mm unless otherwise noticed.

Profile no. Description Specification Assembly function

Weight 0.686kg/m

Application 50mm thickness panel 

Weight 0.489kg/m

Application 25mm thickness panel

Weight 3.061kg/m

Length 2400mm

Application
25mm thickness panel Specialapplication

Weight 3.910kg/m

Length 2400mm

Application
50mm thickness panel Special

application

Weight 4.521kg/m

Length 2400mm

Application
A-60 class wall panel(for type

W-107S)

P911

P912

P931

P932

P933

Profile no. Description Specification Assembly function

Material : 0.6mm thickness galvanized steel sheet unless otherwise noticed.                                         "△" Mark : PVC film or paint finish
Length : Maximum 2400mm. 

Weight 0.716kg/m

Application Joint profile of wall panel type
W-102/151, W-102S/151S

Weight 0.615kg/m

Application Removable joint profile for
wall panel type W-302/351

Weight 0.615kg/m

Application Removable joint profile for
wall panel type end part

Weight 0.615kg/m

Application End cap profile for 50mm
Thickness wall panel

Weight 0.465kg/m

Application End cap profile for 25mm
Thickness wall panel

P201

P202

P202S

P203

P208

W A L L  P A N E L  S Y S T E M

List of profile List of profile
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Material : 0.6mm thickness galvanized steel sheet unless otherwise noticed.                                         "△" Mark : PVC film or paint finish
Length : Maximum 2400mm. 

Profile no. Description Specification Assembly function

Weight 0.478kg/m

Application Internal corner for wall panel
(Concealed type)

Weight 1.046kg/m

Application External corner for 50mm
Thickness wall panel
(Concealed type)

Weight 0.786kg/m

Application External corner for 25mm
Thickness wall panel
(Concealed type)

Weight 0.236kg/m

Application Internal corner for wall panel

Weight 0.348kg/m

Application Internal corner for wall panel
(Non-concealed type)

Weight 0.94kg/m

Application External corner for 50mm
Thickness wall panel
(Non-concealed type)

Weight 0.550kg/m

Application External corner for 25mm
Thickness wall panel
(Non-concealed type)

P204

P205

P206

P214

P215

P216

P207

Profile no. Description Specification Assembly function

Weight 0.875kg/m

Application Internal corner for 50mm
Thickness wall panel
(Concealed type)

Material : 0.6mm thickness galvanized steel sheet unless otherwise noticed.                                        "△" Mark : PVC film or paint finish
Length : Maximum 2400mm.

Weight 0.718kg/m

Application Internal corner for 25mm 
Thickness wall panel
(Concealed type)

P217

P218

W A L L  P A N E L  S Y S T E M

List of profile List of profile
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Material : 0.6mm thickness galvanized steel sheet unless otherwise noticed.                   "△" Mark : PVC film or paint finish
Length : Maximum 2400mm. 

Profile no. Description Specification Assembly function

Weight 0.592kg/m

Application Special application

Weight 0.710kg/m

Application Special application

Weight 0.889kg/m

Application Internal corner for wall panel
(Concealed type)
Special application

Weight 0.875kg/m

Application Internal corner for wall panel
(Concealed type)
Special application

P219

P220

P224

P225

Profile no. Description Specification Assembly function

Weight 0.364kg/m

Application Surface mount cable cover
profile for single line 

Weight 0.429kg/m

Application Surface mount cable cover
profile for single line 

Weight 1.687kg/m

Application Special application

P302S

Weight 1.980kg/m

Application Special application

Material: 0.6mm thickness galvanized steel sheet unless otherwise noticed.                                       "△" Mark : PVC film or paint finish
Length : Maximum 2400mm.

The cable cover base to be pop riveted or 

screwed to the wall panel spaced 500mm apart

The cable cover to be installed clip-on system

P815

P305S

P835

W A L L  P A N E L  S Y S T E M

List of profile List of profile
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Panel arrangement

Panel height

A : Ceiling height
B : Panel height = Ceiling height(A) + 50mm
C : Length of visible profiles = Panel height(B) - 50mm

A : Ceiling height
B : Panel height = Ceiling height(A) + 25mm
C : Length of visible profiles = Panel height(B) - 50mm

25mm Lining Wall Panel

50mm Partition Wall Panel

High Noise Reduction Panel

BIP Wall Panel with Panel no.

Room Name

Room Color

Ceiling Height

Panel Height

205

F12R

CH:2110

PH:2160

Top profile fixing detail

For lining panel

For partition panel

W A L L  P A N E L  S Y S T E M

Design guidance Design guidance
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Bottom profile fixing detail

Wall panel mounting detail

Step1. Welding bottom profile on the deck 

The installation starts by placing the bottom profile correctly on the deck according to
dimensions of cabins, corridors etc. and correctly in relation to steel bulkheads, pipes etc.
The profiles are fixed to the steel deck or floating floor.

Step2. Fixing top profile  

The top profiles are installed before the panels.
The top profiles are placed vertically above the bottom profiles at a distance that allow
correct ceiling height. Note the different types of top profiles for lining walls and for
partition walls. 

Step3. Vertically up into the top profile

Step4. Sliding lower end 

part over the bottom profile

Step5. Down into the 

bottom profile

Step6. Sliding horizontally

to the adjacent panel

Installation of bottom profile on steel deck

Bottom profile to be welded 
to the steel deck spaced not more than 500mm

Installation of bottom profile on floating floor

Bottom profile to be screwed 
to the steel deck spaced not more than 300mm

W A L L  P A N E L  S Y S T E M

Design guidance Type approval certificate 

for BN BIP panel system
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Model no. Fire class
Classification Society / Authority

ABS DNV GL KR LR NK RMRS RINA JG TC USCG CE(BV)

BIP W-102

B-15 ● ●

B-30 ● ● ● ● ● ●

BIP W-151

B-0 ●

B-15 ● ● ● ● ● ● ●

BIP W-102S

B-15 ● ● ● ● ● ● ● ●

B-30 ● ●

BIP W-151S

B-0 ● ● ● ● ●

B-15 ● ● ● ● ● ● ●

BIP W-308 B-15 ● ● ● ● ● ● ●

BIP W-358 B-0 ● ● ● ● ● ● ●

BIP W-302 B-15 ● ● ● ● ● ● ● ● ● ●

BIP W-351 B-0 ● ● ● ● ● `● ● ● ●

BIP W-107S A-60 ● ● ● ● ● ●

BIP W-106S

B-15 ● ● ● ● ● ● ● ● ●

B-30 ● ● ●

BIP W-106SE(6) B-15 ● ● ● ● ● ● ● ●

BIP W-151SD

B-15 ● ● ● ●

B-30 ●

BIP W-302S B-15 ● ● ● ● ●

BIP W-302E B-15 ● ●

BIP W-202S B-15 ● ● ● ● ●

BIP W-251S B-0 ● ● ● ● ●

BIP W-402S B-15 ● ● ●

BIP W-451S B-0 ● ● ● ● ●

BIP APL-25F B-15 ● ● ● ●

●: Approved

W A L L  P A N E L  S Y S T E M

List of type approval certificates


